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Selection Charts
Table 1
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.4 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L8

Lo
w

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

7.6 7.2 6.9 6.7 6.5 6.3 6.2 6.0 5.8 5.7 5.6 5.5 5.5

2/PLVL8H3-350100
2/315 x 88mm

8.0 7.7 7.4 7.2 6.9 6.8 6.6 6.4 6.3 6.2 6.1 6.0 5.9

2/PLVL8H3-400100
2/360 x 88mm

8.8 8.5 8.2 7.9 7.7 7.5 7.3 7.1 7.0 6.8 6.7 6.7 6.6

2/PLVL8H3-450100
2/405 x 88mm

9.5 9.2 9.0 8.7 8.4 8.2 8.0 7.8 7.6 7.5 7.4 7.3 7.2

2/PLVL8H3-500100
2/450 x 88mm

10.2 9.9 9.6 9.4 9.1 8.9 8.7 8.5 8.2 8.1 8.0 7.9 7.8

2/PLVL8H3-550100
2/495 x 88mm

10.9 10.6 10.3 10.1 9.8 9.5 9.3 9.1 8.9 8.7 8.6 8.5 8.4

2/PLVL8H3-600100
2/540 x 88mm

11.5 11.2 10.9 10.7 10.4 10.2 10.0 9.7 9.5 9.3 9.2 9.1 9.0

M
ed

iu
m

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

7.0 6.7 6.4 6.2 6.0 5.9 5.7 5.6 5.5 5.4 5.3 5.2 5.2

2/PLVL8H3-350100
2/315 x 88mm

7.5 7.1 6.9 6.6 6.4 6.3 6.1 6.0 5.8 5.7 5.7 5.6 5.5

2/PLVL8H3-400100
2/360 x 88mm

8.3 7.9 7.6 7.4 7.1 6.9 6.8 6.6 6.5 6.4 6.3 6.2 6.1

2/PLVL8H3-450100
2/405 x 88mm

9.1 8.7 8.3 8.0 7.8 7.6 7.4 7.3 7.1 7.0 6.9 6.8 6.7

2/PLVL8H3-500100
2/450 x 88mm

9.8 9.4 9.0 8.7 8.5 8.2 8.0 7.9 7.7 7.5 7.4 7.3 7.2

2/PLVL8H3-550100
2/495 x 88mm

10.6 10.1 9.7 9.4 9.1 8.9 8.7 8.5 8.2 8.1 8.0 7.9 7.8

2/PLVL8H3-600100
2/540 x 88mm

11.3 10.8 10.4 10 9.7 9.5 9.2 9.0 8.8 8.7 8.5 8.4 8.3
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Selection Charts
Table 2
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof- Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.4 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L8

H
ig

h
 W

in
d

2/PLVL8H3-300100
2/290 x 88mm

6.4 6.1 5.9 5.7 5.5 5.4 5.3 5.1 5.0 4.9 4.9 4.8 4.7

2/PLVL8H3-350100
2/315 x 88mm

6.9 6.5 6.3 6.1 5.9 5.7 5.6 5.5 5.3 5.2 5.2 5.1 5.0

2/PLVL8H3-400100
2/360 x 88mm

7.6 7.2 7.0 6.7 6.5 6.4 6.2 6.1 5.9 5.8 5.7 5.7 5.6

2/PLVL8H3-450100
2/405 x 88mm

8.3 7.9 7.6 7.4 7.2 7.0 6.8 6.6 6.5 6.4 6.3 6.2 6.1

2/PLVL8H3-500100
2/450 x 88mm

9.0 8.6 8.3 8.0 7.8 7.5 7.4 7.2 7.0 6.9 6.8 6.7 6.6

2/PLVL8H3-550100
2/495 x 88mm

9.7 9.2 8.9 8.6 8.3 8.1 7.9 7.7 7.5 7.4 7.3 7.2 7.1

2/PLVL8H3-600100
2/540 x 88mm

10.3 9.9 9.5 9.2 8.9 8.7 8.5 8.3 8.1 7.9 7.8 7.7 7.6

V
er

y 
H

ig
h

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

6.0 5.7 5.5 5.3 5.2 5.0 4.9 4.8 4.6 4.5 4.4 4.4 4.2

2/PLVL8H3-350100
2/315 x 88mm

6.4 6.1 5.9 5.7 5.5 5.4 5.2 5.1 5.0 4.9 4.8 4.8 4.6

2/PLVL8H3-400100
2/360 x 88mm

7.1 6.8 6.5 6.3 6.1 6.0 5.8 5.7 5.5 5.4 5.4 5.3 5.2

2/PLVL8H3-450100
2/405 x 88mm

7.8 7.4 7.1 6.9 6.7 6.5 6.4 6.2 6.1 6.0 5.9 5.8 5.7

2/PLVL8H3-500100
2/450 x 88mm

8.4 8.1 7.7 7.5 7.3 7.1 6.9 6.7 6.6 6.5 6.4 6.3 6.2

2/PLVL8H3-550100
2/495 x 88mm

9.1 8.7 8.3 8.0 7.8 7.6 7.4 7.3 7.1 7.0 6.9 6.8 6.7

2/PLVL8H3-600100
2/540 x 88mm

9.7 9.3 8.9 8.6 8.3 8.1 7.9 7.8 7.6 7.4 7.3 7.2 7.1

Ex
tr

a 
H

ig
h

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

5.7 5.5 5.3 5.1 4.9 4.8 4.6 4.5 4.3 4.1 4.0 3.9 3.8

2/PLVL8H3-350100
2/315 x 88mm

6.1 5.8 5.6 5.4 5.3 5.1 5.0 4.9 4.6 4.5 4.4 4.2 4.1

2/PLVL8H3-400100
2/360 x 88mm

6.8 6.5 6.2 6.0 5.8 5.7 5.5 5.4 5.3 5.1 5.0 4.8 4.7

2/PLVL8H3-450100
2/405 x 88mm

7.4 7.1 6.8 6.6 6.4 6.2 6.1 5.9 5.8 5.7 5.5 5.4 5.2

2/PLVL8H3-500100
2/450 x 88mm

8.0 7.7 7.4 7.1 6.9 6.7 6.6 6.4 6.3 6.2 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

8.6 8.2 7.9 7.7 7.4 7.2 7.1 6.9 6.7 6.6 6.4 6.2 6.1

2/PLVL8H3-600100
2/540 x 88mm

9.2 8.8 8.5 8.2 8.0 7.7 7.6 7.4 7.2 6.9 6.7 6.5 6.1
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Selection Charts
Table 3
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.9 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L8

Lo
w

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

7.4 7.0 6.5 6.1 5.8 5.5 5.2 5.0 4.8 4.6 4.5 4.4 4.3

2/PLVL8H3-350100
2/315 x 88mm

7.8 7.5 7.1 6.6 6.3 6.0 5.7 5.5 5.2 5.0 4.9 4.8 4.6

2/PLVL8H3-400100
2/360 x 88mm

8.7 8.3 8.0 7.6 7.2 6.8 6.5 6.2 5.9 5.8 5.6 5.4 5.3

2/PLVL8H3-450100
2/405 x 88mm

9.5 9.1 8.7 8.4 8.1 7.7 7.3 7.0 6.7 6.5 6.3 6.1 6.0

2/PLVL8H3-500100
2/450 x 88mm

10.2 9.8 9.4 9.1 8.9 8.5 8.1 7.8 7.4 7.2 7.0 6.8 6.6

2/PLVL8H3-550100
2/495 x 88mm

10.9 10.6 10.2 9.8 9.5 9.3 8.9 8.5 8.1 7.9 7.6 7.4 7.3

2/PLVL8H3-600100
2/540 x 88mm

11.5 11.2 10.9 10.5 10.2 9.9 9.6 9.2 8.8 8.5 8.3 8.1 7.9

M
ed

iu
m

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

7.0 6.7 6.4 6.1 5.8 5.5 5.2 5.0 4.8 4.6 4.5 4.4 4.3

2/PLVL8H3-350100
2/315 x 88mm

7.5 7.1 6.9 6.6 6.3 6.0 5.7 5.5 5.2 5.0 4.9 4.8 4.6

2/PLVL8H3-400100
2/360 x 88mm

8.3 7.9 7.6 7.4 7.1 6.8 6.5 6.2 5.9 5.8 5.6 5.4 5.3

2/PLVL8H3-450100
2/405 x 88mm

9.1 8.7 8.3 8.0 7.8 7.6 7.3 7.0 6.7 6.5 6.3 6.1 6.0

2/PLVL8H3-500100
2/450 x 88mm

9.8 9.4 9.0 8.7 8.5 8.2 8.0 7.8 7.4 7.2 7.0 6.8 6.6

2/PLVL8H3-550100
2/495 x 88mm

10.6 10.1 9.7 9.4 9.1 8.9 8.7 8.5 8.1 7.9 7.6 7.4 7.3

2/PLVL8H3-600100
2/540 x 88mm

11.3 10.8 10.4 10.0 9.7 9.5 9.2 9.0 8.8 8.5 8.3 8.1 7.9
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Selection Charts
Table 4
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To  25 degrees pitch 
No Ceiling 
Roof Snow Load 0.9 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L8

H
ig

h
 W

in
d

2/PLVL8H3-300100
2/290 x 88mm

6.4 6.1 5.9 5.7 5.5 5.4 5.2 5.0 4.8 4.6 4.5 4.4 4.3

2/PLVL8H3-350100
2/315 x 88mm

6.9 6.5 6.3 6.1 5.9 5.7 5.6 5.5 5.2 5.0 4.9 4.8 4.6

2/PLVL8H3-400100
2/360 x 88mm

7.6 7.2 7.0 6.7 6.5 6.4 6.2 6.1 5.9 5.8 5.6 5.4 5.3

2/PLVL8H3-450100
2/405 x 88mm

8.3 7.9 7.6 7.4 7.2 7.0 6.8 6.6 6.5 6.4 6.3 6.1 6.0

2/PLVL8H3-500100
2/450 x 88mm

9.0 8.6 8.3 8.0 7.8 7.5 7.4 7.2 7.0 6.9 6.8 6.7 6.6

2/PLVL8H3-550100
2/495 x 88mm

9.7 9.2 8.9 8.6 8.3 8.1 7.9 7.7 7.5 7.4 7.3 7.2 7.1

2/PLVL8H3-600100
2/540 x 88mm

10.3 9.9 9.5 9.2 8.9 8.7 8.5 8.3 8.1 7.9 7.8 7.7 7.6

V
er

y 
H

ig
h

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

6.0 5.7 5.5 5.3 5.2 5.0 4.9 4.8 4.6 4.5 4.4 4.4 4.2

2/PLVL8H3-350100
2/315 x 88mm

6.4 6.1 5.9 5.7 5.5 5.4 5.2 5.1 5.0 4.9 4.8 4.8 4.6

2/PLVL8H3-400100
2/360 x 88mm

7.1 6.8 6.5 6.3 6.1 6.0 5.8 5.7 5.5 5.4 5.4 5.3 5.2

2/PLVL8H3-450100
2/405 x 88mm

7.8 7.4 7.1 6.9 6.7 6.5 6.4 6.2 6.1 6.0 5.9 5.8 5.7

2/PLVL8H3-500100
2/450 x 88mm

8.4 8.1 7.7 7.5 7.3 7.1 6.9 6.7 6.6 6.5 6.4 6.3 6.2

2/PLVL8H3-550100
2/495 x 88mm

9.1 8.7 8.3 8.0 7.8 7.6 7.4 7.3 7.1 7.0 6.9 6.8 6.7

2/PLVL8H3-600100
2/540 x 88mm

9.7 9.3 8.9 8.6 8.3 8.1 7.9 7.8 7.6 7.4 7.3 7.2 7.1

Ex
tr

a 
H

ig
h

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

5.7 5.5 5.3 5.1 4.9 4.8 4.6 4.5 4.3 4.1 4.0 3.9 3.8

2/PLVL8H3-350100
2/315 x 88mm

6.1 5.8 5.6 5.4 5.3 5.1 5.0 4.9 4.6 4.5 4.4 4.2 4.1

2/PLVL8H3-400100
2/360 x 88mm

6.8 6.5 6.2 6.0 5.8 5.7 5.5 5.4 5.3 5.1 5.0 4.8 4.7

2/PLVL8H3-450100
2/405 x 88mm

7.4 7.1 6.8 6.6 6.4 6.2 6.1 5.9 5.8 5.7 5.5 5.4 5.2

2/PLVL8H3-500100
2/450 x 88mm

8.0 7.7 7.4 7.1 6.9 6.7 6.6 6.4 6.3 6.2 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

8.6 8.2 7.9 7.7 7.4 7.2 7.1 6.9 6.7 6.6 6.4 6.2 6.1

2/PLVL8H3-600100
2/540 x 88mm

9.2 8.8 8.5 8.2 8.0 7.7 7.6 7.4 7.2 6.9 6.7 6.5 6.1
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These span tables apply only to Prolam products

Selection Charts
Table 5
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 1.35 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L8

Lo
w

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

6.6 6.0 5.6 5.2 4.9 4.7 4.5 4.3 4.1 3.9 3.8 3.7 3.6

2/PLVL8H3-350100
2/315 x 88mm

7.1 6.6 6.1 5.7 5.4 5.1 4.9 4.7 4.4 4.3 4.2 4.1 3.9

2/PLVL8H3-400100
2/360 x 88mm

7.8 7.5 6.9 6.5 6.1 5.8 5.6 5.3 5.1 4.9 4.8 4.6 4.5

2/PLVL8H3-450100
2/405 x 88mm

8.6 8.2 7.8 7.3 6.9 6.6 6.3 6.0 5.7 5.5 5.4 5.2 5.1

2/PLVL8H3-500100
2/450 x 88mm

9.3 8.9 8.5 8.1 7.7 7.3 6.9 6.7 6.3 6.1 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

10.0 9.5 9.2 8.9 8.4 8.0 7.6 7.3 6.9 6.7 6.5 6.4 6.2

2/PLVL8H3-600100
2/540 x 88mm

10.7 10.2 9.8 9.5 9.1 8.6 8.3 7.9 7.5 7.3 7.1 6.9 6.7

M
ed

iu
m

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

6.6 6.0 5.6 5.2 4.9 4.7 4.5 4.3 4.1 3.9 3.8 3.7 3.6

2/PLVL8H3-350100
2/315 x 88mm

7.1 6.6 6.1 5.7 5.4 5.1 4.9 4.7 4.4 4.3 4.2 4.1 3.9

2/PLVL8H3-400100
2/360 x 88mm

7.8 7.5 6.9 6.5 6.1 5.8 5.6 5.3 5.1 4.9 4.8 4.6 4.5

2/PLVL8H3-450100
2/405 x 88mm

8.6 8.2 7.8 7.3 6.9 6.6 6.3 6.0 5.7 5.5 5.4 5.2 5.1

2/PLVL8H3-500100
2/450 x 88mm

9.3 8.9 8.5 8.1 7.7 7.3 6.9 6.7 6.3 6.1 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

10.0 9.5 9.2 8.9 8.4 8.0 7.6 7.3 6.9 6.7 6.5 6.4 6.2

2/PLVL8H3-600100
2/540 x 88mm

10.7 10.2 9.8 9.5 9.1 8.6 8.3 7.9 7.5 7.3 7.1 6.9 6.7
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These span tables apply only to Prolam products

Selection Charts
Table 6
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 1.35 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L8

H
ig

h
 W

in
d

2/PLVL8H3-300100
2/290 x 88mm

6.4 6.0 5.6 5.2 4.9 4.7 4.5 4.3 4.1 3.9 3.8 3.7 3.6

2/PLVL8H3-350100
2/315 x 88mm

6.9 6.5 6.1 5.7 5.4 5.1 4.9 4.7 4.4 4.3 4.2 4.1 3.9

2/PLVL8H3-400100
2/360 x 88mm

7.6 7.2 6.9 6.5 6.1 5.8 5.6 5.3 5.1 4.9 4.8 4.6 4.5

2/PLVL8H3-450100
2/405 x 88mm

8.3 7.9 7.6 7.3 6.9 6.6 6.3 6.0 5.7 5.5 5.4 5.2 5.1

2/PLVL8H3-500100
2/450 x 88mm

9.0 8.6 8.3 8.0 7.7 7.3 6.9 6.7 6.3 6.1 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

9.7 9.2 8.9 8.6 8.3 8.0 7.6 7.3 6.9 6.7 6.5 6.4 6.2

2/PLVL8H3-600100
2/540 x 88mm

10.3 9.9 9.5 9.2 8.9 8.6 8.3 7.9 7.5 7.3 7.1 6.9 6.7

V
er

y 
H

ig
h

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

6.0 5.7 5.5 5.2 4.9 4.7 4.5 4.3 4.1 3.9 3.8 3.7 3.6

2/PLVL8H3-350100
2/315 x 88mm

6.4 6.1 5.9 5.7 5.4 5.1 4.9 4.7 4.4 4.3 4.2 4.1 3.9

2/PLVL8H3-400100
2/360 x 88mm

7.1 6.8 6.5 6.3 6.1 5.8 5.6 5.3 5.1 4.9 4.8 4.6 4.5

2/PLVL8H3-450100
2/405 x 88mm

7.8 7.4 7.1 6.9 6.7 6.5 6.3 6.0 5.7 5.5 5.4 5.2 5.1

2/PLVL8H3-500100
2/450 x 88mm

8.4 8.1 7.7 7.5 7.3 7.1 6.9 6.7 6.3 6.1 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

9.1 8.7 8.3 8.0 7.8 7.6 7.4 7.3 6.9 6.7 6.5 6.4 6.2

2/PLVL8H3-600100
2/540 x 88mm

9.7 9.3 8.9 8.6 8.3 8.1 7.9 7.8 7.5 7.3 7.1 6.9 6.7

Ex
tr

a 
H

ig
h

 W
in

d

2/PLVL8H3-300100
2/290 x 88mm

5.7 5.5 5.3 5.1 4.9 4.7 4.5 4.3 4.1 3.9 3.8 3.7 3.6

2/PLVL8H3-350100
2/315 x 88mm

6.1 5.8 5.6 5.4 5.3 5.1 4.9 4.7 4.4 4.3 4.2 4.1 3.9

2/PLVL8H3-400100
2/360 x 88mm

6.8 6.5 6.2 6.0 5.8 5.7 5.5 5.3 5.1 4.9 4.8 4.6 4.5

2/PLVL8H3-450100
2/405 x 88mm

7.4 7.1 6.8 6.6 6.4 6.2 6.1 5.9 5.7 5.5 5.4 5.2 5.1

2/PLVL8H3-500100
2/450 x 88mm

8.0 7.7 7.4 7.1 6.9 6.7 6.6 6.4 6.3 6.1 6.0 5.8 5.7

2/PLVL8H3-550100
2/495 x 88mm

8.6 8.2 7.9 7.7 7.4 7.2 7.1 6.9 6.7 6.6 6.4 6.2 6.1

2/PLVL8H3-600100
2/540 x 88mm

9.2 8.8 8.5 8.2 8.0 7.7 7.6 7.4 7.2 6.9 6.7 6.5 6.1
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Selection Charts
Table 7
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.4 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L1

2

Lo
w

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

8.3 7.9 7.6 7.4 7.1 7.0 6.8 6.6 6.5 6.4 6.3 6.2 6.1

2/PLVL12H3-350100
2/315 x 88mm

8.8 8.4 8.1 7.8 7.6 7.4 7.2 7.1 6.9 6.8 6.7 6.6 6.5

2/PLVL12H3-400100
2/360 x 88mm

9.6 9.3 9.0 8.7 8.4 8.2 8.0 7.8 7.6 7.5 7.4 7.3 7.2

2/PLVL12H3-450100
2/405 x 88mm

10.4 10.1 9.8 9.5 9.2 9.0 8.8 8.6 8.3 8.2 8.1 8.0 7.9

2/PLVL12H3-500100
2/450 x 88mm

11.2 10.8 10.5 10.3 10.0 9.7 9.5 9.3 9.0 8.9 8.8 8.7 8.5

2/PLVL12H3-550100
2/495 x 88mm

11.9 11.6 11.3 11.0 10.7 10.5 10.2 10.0 9.7 9.6 9.4 9.3 9.2

2/PLVL12H3-600100
2/540 x 88mm

12.6 12.2 11.9 11.7 11.4 11.2 10.9 10.7 10.4 10.2 10.1 9.9 9.8

M
ed

iu
m

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

7.7 7.4 7.1 6.8 6.6 6.5 6.3 6.2 6.0 5.9 5.8 5.7 5.7

2/PLVL12H3-350100
2/315 x 88mm

8.2 7.8 7.5 7.3 7.1 6.9 6.7 6.6 6.4 6.3 6.2 6.1 6.0

2/PLVL12H3-400100
2/360 x 88mm

9.1 8.7 8.3 8.1 7.8 7.6 7.4 7.3 7.1 7.0 6.9 6.8 6.7

2/PLVL12H3-450100
2/405 x 88mm

9.9 9.5 9.1 8.8 8.6 8.3 8.1 8.0 7.8 7.6 7.5 7.4 7.3

2/PLVL12H3-500100
2/450 x 88mm

10.8 10.3 9.9 9.6 9.3 9.0 8.8 8.6 8.4 8.3 8.2 8.0 7.9

2/PLVL12H3-550100
2/495 x 88mm

11.6 11.1 10.6 10.3 10.0 9.7 9.5 9.3 9.0 8.9 8.8 8.6 8.5

2/PLVL12H3-600100
2/540 x 88mm

12.4 11.8 11.4 11.0 10.7 10.4 10.1 9.9 9.7 9.5 9.4 9.2 9.1
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Selection Charts
Table 8
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof- Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.4 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L1

2

H
ig

h
 W

in
d

2/PLVL12H3-300100
2/290 x 88mm

7.1 6.7 6.5 6.3 6.1 5.9 5.8 5.6 5.5 5.4 5.3 5.3 5.2

2/PLVL12H3-350100
2/315 x 88mm

7.5 7.2 6.9 6.7 6.5 6.3 6.1 6.0 5.9 5.8 5.7 5.6 5.5

2/PLVL12H3-400100
2/360 x 88mm

8.3 7.9 7.6 7.4 7.2 7.0 6.8 6.7 6.5 6.4 6.3 6.2 6.1

2/PLVL12H3-450100
2/405 x 88mm

9.1 8.7 8.4 8.1 7.8 7.6 7.5 7.3 7.1 7.0 6.9 6.8 6.7

2/PLVL12H3-500100
2/450 x 88mm

9.9 9.4 9.1 8.8 8.5 8.3 8.1 7.9 7.7 7.6 7.5 7.4 7.3

2/PLVL12H3-550100
2/495 x 88mm

10.6 10.1 9.7 9.4 9.1 8.9 8.7 8.5 8.3 8.1 8.0 7.9 7.8

2/PLVL12H3-600100
2/540 x 88mm

11.3 10.8 10.4 10.1 9.8 9.5 9.3 9.1 8.8 8.7 8.6 8.5 8.4

V
er

y 
H

ig
h

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

6.6 6.3 6.1 5.9 5.7 5.5 5.4 5.3 5.1 5.1 5.0 4.9 4.9

2/PLVL12H3-350100
2/315 x 88mm

7.0 6.7 6.5 6.2 6.1 5.9 5.8 5.6 5.5 5.4 5.3 5.2 5.2

2/PLVL12H3-400100
2/360 x 88mm

7.8 7.4 7.2 6.9 6.7 6.5 6.4 6.2 6.1 6.0 5.9 5.8 5.7

2/PLVL12H3-450100
2/405 x 88mm

8.5 8.1 7.8 7.6 7.3 7.2 7.0 6.8 6.6 6.5 6.4 6.4 6.3

2/PLVL12H3-500100
2/450 x 88mm

9.2 8.8 8.5 8.2 8.0 7.8 7.6 7.4 7.2 7.1 7.0 6.9 6.8

2/PLVL12H3-550100
2/495 x 88mm

9.9 9.5 9.1 8.8 8.6 8.3 8.1 8.0 7.8 7.6 7.5 7.4 7.3

2/PLVL12H3-600100
2/540 x 88mm

10.6 10.1 9.8 9.4 9.2 8.9 8.7 8.5 8.3 8.2 8.0 7.9 7.7

Ex
tr

a 
H

ig
h

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

6.3 6.0 5.8 5.6 5.4 5.3 5.1 5.0 4.9 4.8 4.6 4.5 4.4

2/PLVL12H3-350100
2/315 x 88mm

6.7 6.4 6.2 5.9 5.8 5.6 5.5 5.4 5.2 5.1 5.0 4.9 4.8

2/PLVL12H3-400100
2/360 x 88mm

7.4 7.1 6.8 6.6 6.4 6.2 6.1 5.9 5.8 5.7 5.6 5.5 5.4

2/PLVL12H3-450100
2/405 x 88mm

8.1 7.8 7.5 7.2 7.0 6.8 6.6 6.5 6.3 6.2 6.1 6.1 6.0

2/PLVL12H3-500100
2/450 x 88mm

8.8 8.4 8.1 7.8 7.6 7.4 7.2 7.1 6.9 6.8 6.7 6.5 6.1

2/PLVL12H3-550100
2/495 x 88mm

9.5 9.0 8.7 8.4 8.2 7.9 7.8 7.6 7.4 7.3 6.9 6.5 6.1

2/PLVL12H3-600100
2/540 x 88mm

10.1 9.7 9.3 9.0 8.7 8.5 8.3 8.1 7.8 7.3 6.9 6.5 6.2
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Selection Charts
Table 9
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.9 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L1

2

Lo
w

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

8.1 7.7 7.4 7.0 6.6 6.3 6.0 5.8 5.5 5.3 5.2 5.0 4.9

2/PLVL12H3-350100
2/315 x 88mm

8.6 8.2 7.9 7.6 7.2 6.9 6.6 6.3 6.0 5.8 5.6 5.5 5.3

2/PLVL12H3-400100
2/360 x 88mm

9.5 9.1 8.7 8.4 8.2 7.8 7.5 7.2 6.8 6.6 6.4 6.3 6.1

2/PLVL12H3-450100
2/405 x 88mm

10.4 9.9 9.6 9.2 9.0 8.7 8.4 8.1 7.7 7.4 7.2 7.0 6.9

2/PLVL12H3-500100
2/450 x 88mm

11.2 10.8 10.4 10.0 9.7 9.5 9.2 8.9 8.5 8.2 8.0 7.8 7.6

2/PLVL12H3-550100
2/495 x 88mm

11.9 11.6 11.1 10.8 10.5 10.2 9.9 9.7 9.3 9.0 8.8 8.6 8.3

2/PLVL12H3-600100
2/540 x 88mm

12.6 12.2 11.9 11.5 11.2 10.9 10.6 10.4 10.1 9.8 9.5 9.3 9.1

M
ed

iu
m

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

7.7 7.4 7.1 6.8 6.6 6.3 6.0 5.8 5.5 5.3 5.2 5.0 4.9

2/PLVL12H3-350100
2/315 x 88mm

8.2 7.8 7.5 7.3 7.1 6.9 6.6 6.3 6.0 5.8 5.6 5.5 5.3

2/PLVL12H3-400100
2/360 x 88mm

9.1 8.7 8.3 8.1 7.8 7.6 7.4 7.2 6.8 6.6 6.4 6.3 6.1

2/PLVL12H3-450100
2/405 x 88mm

9.9 9.5 9.1 8.8 8.6 8.3 8.1 8.0 7.7 7.4 7.2 7.0 6.9

2/PLVL12H3-500100
2/450 x 88mm

10.8 10.3 9.9 9.6 9.3 9.0 8.8 8.6 8.4 8.2 8.0 7.8 7.6

2/PLVL12H3-550100
2/495 x 88mm

11.6 11.1 10.6 10.3 10.0 9.7 9.5 9.3 9.0 8.9 8.8 8.6 8.3

2/PLVL12H3-600100
2/540 x 88mm

12.4 11.8 11.4 11.0 10.7 10.4 10.1 9.9 9.7 9.5 9.4 9.2 9.1
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Selection Charts
Table 10
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 0.9 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L1

2

H
ig

h
 W

in
d

2/PLVL12H3-300100
2/290 x 88mm

7.1 6.7 6.5 6.3 6.1 5.9 5.8 5.6 5.5 5.3 5.2 5.0 4.9

2/PLVL12H3-350100
2/315 x 88mm

7.5 7.2 6.9 6.7 6.5 6.3 6.1 6.0 5.9 5.8 5.6 5.5 5.3

2/PLVL12H3-400100
2/360 x 88mm

8.3 7.9 7.6 7.4 7.2 7.0 6.8 6.7 6.5 6.4 6.3 6.2 6.1

2/PLVL12H3-450100
2/405 x 88mm

9.1 8.7 8.4 8.1 7.8 7.6 7.5 7.3 7.1 7.0 6.9 6.8 6.7

2/PLVL12H3-500100
2/450 x 88mm

9.9 9.4 9.1 8.8 8.5 8.3 8.1 7.9 7.7 7.6 7.5 7.4 7.3

2/PLVL12H3-550100
2/495 x 88mm

10.6 10.1 9.7 9.4 9.1 8.9 8.7 8.5 8.3 8.1 8.0 7.9 7.8

2/PLVL12H3-600100
2/540 x 88mm

11.3 10.8 10.4 10.1 9.8 9.5 9.3 9.1 8.8 8.7 8.6 8.5 8.4

V
er

y 
H

ig
h

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

6.6 6.3 6.1 5.9 5.7 5.5 5.4 5.3 5.1 5.1 5.0 4.9 4.9

2/PLVL12H3-350100
2/315 x 88mm

7.0 6.7 6.5 6.2 6.1 5.9 5.8 5.6 5.5 5.4 5.3 5.2 5.2

2/PLVL12H3-400100
2/360 x 88mm

7.8 7.4 7.2 5.9 6.7 6.5 6.4 6..2 6.1 6.0 5.9 5.8 5.7

2/PLVL12H3-450100
2/405 x 88mm

8.5 8.1 7.8 7.6 7.3 7.2 7.0 6.8 6.6 6.5 6.4 6.4 6.3

2/PLVL12H3-500100
2/450 x 88mm

9.2 8.8 8.5 8.2 8.0 7.8 7.6 7.4 7.2 7.1 7.0 6.9 6.8

2/PLVL12H3-550100
2/495 x 88mm

9.9 9.5 9.1 8.8 8.6 8.3 8.1 8.0 7.8 7.6 7.5 7.4 7.3

2/PLVL12H3-600100
2/540 x 88mm

10.6 10.1 9.8 9.4 9.2 8.9 8.7 8.5 8.3 8.2 8.0 7.9 7.7

Ex
tr

a 
H

ig
h

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

6.3 6.0 5.8 5.6 5.4 5.3 5.1 5.0 4.9 4.8 4.6 4.5 4.4

2/PLVL12H3-350100
2/315 x 88mm

6.7 6.4 6.2 5.9 5.8 5.6 5.5 5.4 5.2 5.1 5.0 4.9 4.8

2/PLVL12H3-400100
2/360 x 88mm

7.4 7.1 6.8 6.6 6.4 6.2 6.1 5.9 5.8 5.7 5.6 5.5 5.4

2/PLVL12H3-450100
2/405 x 88mm

8.1 7.8 7.5 7.2 7.0 6.8 6.6 6.5 6.3 6.2 6.1 6.1 6.0

2/PLVL12H3-500100
2/450 x 88mm

8.8 8.4 8.1 7.8 7.6 7.4 7.2 7.1 6.9 6.8 6.7 6.5 6.1

2/PLVL12H3-550100
2/495 x 88mm

9.5 9.0 8.7 8.4 8.2 7.9 7.8 7.6 7.4 7.3 6.9 6.5 6.1

2/PLVL12H3-600100
2/540 x 88mm

10.1 9.7 9.3 9.0 8.7 8.5 8.3 8.1 7.8 7.3 6.9 6.5 6.2
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Selection Charts
Table 11
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 1.35 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L1

2

Lo
w

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

7.3 6.9 6.4 6.0 5.7 5.4 5.2 4.9 4.7 4.5 4.4 4.3 4.2

2/PLVL12H3-350100
2/315 x 88mm

7.8 7.4 7.0 6.6 6.2 5.9 5.6 5.4 5.1 4.9 4.8 4.7 4.5

2/PLVL12H3-400100
2/360 x 88mm

8.6 8.2 7.9 7.5 7.1 6.7 6.4 6.1 5.8 5.7 5.5 5.3 5.2

2/PLVL12H3-450100
2/405 x 88mm

9.4 9.0 8.6 8.3 7.9 7.5 7.2 6.9 6.6 6.4 6.2 6.0 5.9

2/PLVL12H3-500100
2/450 x 88mm

10.2 9.7 9.3 9.0 8.8 8.4 8.0 7.7 7.3 7.1 6.9 6.7 6.5

2/PLVL12H3-550100
2/495 x 88mm

10.9 10.5 10.0 9.7 9.4 9.2 8.7 8.4 8.0 7.7 7.5 7.2 6.9

2/PLVL12H3-600100
2/540 x 88mm

11.7 11.2 10.7 10.4 10.1 9.8 9.5 9.1 8.5 8.0 7.6 7.2 6.8

M
ed

iu
m

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

7.3 6.9 6.4 6.0 5.7 5.4 5.2 4.9 4.7 4.5 4.4 4.3 4.2

2/PLVL12H3-350100
2/315 x 88mm

7.8 7.4 7.0 6.6 6.2 5.9 5.6 5.4 5.1 4.9 4.8 4.7 4.5

2/PLVL12H3-400100
2/360 x 88mm

8.6 8.2 7.9 7.5 7.1 6.7 6.4 6.1 5.8 5.7 5.5 5.3 5.2

2/PLVL12H3-450100
2/405 x 88mm

9.4 9.0 8.6 8.3 7.9 7.5 7.2 6.9 6.6 6.4 6.2 6.0 5.9

2/PLVL12H3-500100
2/450 x 88mm

10.2 9.7 9.3 9.0 8.8 8.4 8.0 7.7 7.3 7.1 6.9 6.7 6.5

2/PLVL12H3-550100
2/495 x 88mm

10.9 10.2 10.0 9.7 9.4 9.2 8.7 8.4 8.0 7.7 7.5 7.2 6.9

2/PLVL12H3-600100
2/540 x 88mm

11.7 11.2 10.7 10.4 10.1 9.8 9.5 9.1 8.5 8.0 7.6 7.2 6.8
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Selection Charts
Table 12
Prolam® Shed Rafter (Beam) (Dry Use) 

Light Roof - Up To 25 degrees pitch 
No Ceiling 
Roof Snow Load 1.35 kPa 
Double rafters at a full bay and single at the end. 
The double rafters are to be blocked between at 
centres not exceeding 2.5 m.

These span tables apply only to Prolam products

Rafter (Bay) Spacing (m) 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 8.0 8.5 9.0 9.5 10.0

Rafter Size Maximum Rafter Span (m)

P
L1

2

H
ig

h
 W

in
d

2/PLVL12H3-300100
2/290 x 88mm

7.1 6.7 6.4 6.0 5.7 5.4 5.2 4.9 4.7 4.5 4.4 4.3 4.2

2/PLVL12H3-350100
2/315 x 88mm

7.5 7.2 6.9 6.6 6.2 5.9 5.6 5.4 5.1 4.9 4.8 4.7 4.5

2/PLVL12H3-400100
2/360 x 88mm

8.3 7.9 7.6 7.4 7.1 6.7 6.4 6.1 5.8 5.7 5.5 5.3 5.2

2/PLVL12H3-450100
2/405 x 88mm

9.1 8.7 8.4 8.1 7.8 7.5 7.2 6.9 6.6 6.4 6.2 6.0 5.9

2/PLVL12H3-500100
2/450 x 88mm

9.9 9.4 9.1 8.8 8.5 8.3 8.0 7.7 7.3 7.1 6.9 6.7 6.5

2/PLVL12H3-550100
2/495 x 88mm

10.6 10.1 9.7 9.4 9.1 8.9 8.7 8.4 8.0 7.7 7.5 7.2 6.9

2/PLVL12H3-600100
2/540 x 88mm

11.3 10.8 10.4 10.1 9.8 9.5 9.3 9.1 8.5 8.0 7.6 7.2 6.8

V
er

y 
H

ig
h

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

6.6 6.3 6.1 5.9 5.7 5.4 5.2 4.9 4.7 4.5 4.4 4.3 4.2

2/PLVL12H3-350100
2/315 x 88mm

7.0 6.7 6.5 6.2 6.1 5.9 5.6 5.4 5.1 4.9 4.8 4.7 4.5

2/PLVL12H3-400100
2/360 x 88mm

7.8 7.4 7.2 6.9 6.7 6.5 6.4 6.1 5.8 5.7 5.5 5.3 5.2

2/PLVL12H3-450100
2/405 x 88mm

8.5 8.1 7.8 7.6 7.3 7.2 7.0 6.8 6.6 6.4 6.2 6.0 5.9

2/PLVL12H3-500100
2/450 x 88mm

9.2 8.8 8.5 8.2 8.0 7.8 7.6 7.4 72 7.1 6.9 6.7 6.5

2/PLVL12H3-550100
2/495 x 88mm

9.9 9.5 9.1 8.8 8.6 8.3 8.1 8.0 7.8 7.6 7.5 7.2 6.9

2/PLVL12H3-600100
2/540 x 88mm

10.6 10.1 9.8 9.4 9.2 8.9 8.7 8.5 8.3 8.0 7.6 7.2 6.8

Ex
tr

a 
H

ig
h

 W
in

d

2/PLVL12H3-300100
2/290 x 88mm

6.3 6.0 5.8 5.6 5.4 5.3 5.1 4.9 4.7 4.5 4.4 4.3 4.2

2/PLVL12H3-350100
2/315 x 88mm

6.7 6.4 6.2 5.9 5.8 5.6 5.5 5.4 5.1 4.9 4.8 4.7 4.5

2/PLVL12H3-400100
2/360 x 88mm

7.4 7.1 6.8 6.6 6.4 6.2 6.1 5.9 5.8 5.7 5.5 5.3 5.2

2/PLVL12H3-450100
2/405 x 88mm

8.1 7.8 7.5 7.2 7.0 6.8 6.6 6.5 6.3 6.2 6.1 6.0 5.9

2/PLVL12H3-500100
2/450 x 88mm

8.8 8.4 8.1 7.8 7.6 7.4 7.2 7.1 6.9 6.8 6.7 6.5 6.1

2/PLVL12H3-550100
2/495 x 88mm

9.5 9.0 8.7 8.4 8.2 7.9 7.8 7.6 7.4 7.3 6.9 6.5 6.1

2/PLVL12H3-600100
2/540 x 88mm

10.1 9.7 9.3 9.0 8.7 8.5 8.3 8.1 7.8 7.3 6.9 6.5 6.2
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Double Rafters at a Full Bay

Single End Rafters

Rafter (Bay)
Spacing

Pole or Post

Blocking

Purlin


