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Form and function
Prolam offers a wide range of standard Exposed Truss Designs.

   Up to High Wind zone
   Ground Snow 0.9 kPa
   Up to 4m loaded dimension

   Up to High Wind zone
   Ground Snow 0.9 kPa
   Up to 4m loaded dimension

4m to 5m

3m to 4m

1.8m to 2.4m

5m to 7m

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 190 x 88mm

PL8 - 190 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 90 x 88mm

2.4m to 3m

PL8 - 90 x 88mm

PL8 - 90 x 63mm

4m to 5m

3m to 4m

1.8m to 2.4m

5m to 7m

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 190 x 88mm

PL8 - 190 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 90 x 88mm

2.4m to 3m

PL8 - 90 x 88mm

PL8 - 90 x 63mm



4m to 5m

3m to 4m

1.8m to 2.4m

5m to 7m

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 190 x 88mm

PL8 - 190 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 90 x 88mm

2.4m to 3m

PL8 - 90 x 88mm

PL8 - 90 x 63mm
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°    Up to High Wind zone
   Ground Snow 0.9 kPa
   Up to 4m loaded dimension

   Up to High Wind zone
   Ground Snow 0.9 kPa
   Up to 4m loaded dimension

Custom Design Service
Looking for something different?  
We can also work with you to manufacture exposed 
trusses to your custom design specifications.

4m to 5m

3m to 4m

1.8m to 2.4m

5m to 7m

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 190 x 88mm

PL8 - 190 x 88mm

PL8 - 140 x 88mm

PL8 - 140 x 63mm

PL8 - 240 x 135mm

PL8 - 140 x 88mm

PL8 - 90 x 88mm

2.4m to 3m

PL8 - 90 x 88mm

PL8 - 90 x 63mm


